
Single Load cell 

                                      TS701-A 

 

 

 

 

 

  

                                              

 

Capacity kg 5/10/20/30/50/100/200/250/300/350/500 

Accuracy  C3 

Maximum number of verification intervals Nmax 3000 

Output sensitivity mv/v 2.0±0.2 

Combined error (%FS) 0.020 

Creep (%FS/30min) ≤±0.016 

Temperature effect on Sensitivity (%FS/10℃) ≤±0.011 

Temperature effect on Zero (%FS/10℃) ≤±0.015 

Zero balance (%FS) 1.0 

Temperature, compensated (℃) -10 to +40 

Temperature, operating (℃) -35 to +70 

Input resistance (Ω) 460±50 

Output resistance (Ω) 350±3 

Insulation resistance (MΩ) ≥5000(50VDC) 

Excitation, recommended (V) 5 to 12(DC) 

Excitation, max (V) 18 

Safe overload (%FS) 150 

Ultimate overload (%FS) 300 

Corner correction  0.02% load value/100mm 

Cable length Meter 3 

IP  68 

 

Features & Applications 

 Made of Stainless Steel，Strong stability 

 Used in various automated stamping applications,IP68 protection 

 Mainly used for packing scales, hopper scale and industrial 

measuring system 

 

 

 


