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Specifications Technique 

Capacity 60,100 kN 

Rated output 1.0±10%mV/V 

Zero balance ±2%F.S. 

Non-linearity 0.5%F.S. 

Hysteresis 0.1%F.S. 

Repeatability 0.1%F.S. 

Creep(30min) 0.05%F.S. 

Temp.effect on output 0.05%F.S./10℃ 

Temp.effect on zero 0.05%F.S./10℃ 

Input impedance 750±10Ω 

Output impedance 700±5Ω 

Insulation ≥5000MΩ/100VDC 

Recommended excitation 10V 

Maximum excitation 15V 

Compensated temp range -10~60℃ 

Operation temp range -20~80℃ 

Safe overload 150%F.S. 

Ultimate overload 300%F.S. 

Cable size φ3.6×1500mm 

Weight approx. 1.5kg 

Material Alloy Steel 

IP Class IP65 

Cut off frequency 50HZ 

Capacity（kN） A B C D H 

60 18 16 30 38 5 

100 20 20 40 50 5.5 

Features & Applications 

 

 Made of alloy steel，Strong stability 

 Used in various automated stamping 

applications,IP65 protection 

 Mainly used in force measurement. Designed 

for large-scale high-speed punching 

machines,such as metal,plastic, ruubber stamping 

machines and other stamping，applications 

Wiring Code 

φ60

φ40

φA

φ11
φB

Mounting Dimension 

EXC+ Green(绿)

SIG+ White(白)

EXC- Black(黑)

Shiled  屏蔽线

SIG- Red  (红)

Load Direction 


