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Capacity（t） A B C D E F 

5,10,20,50 150 125 44 86 50 M8 Dep.12 

100 180 125 55 86 50 M12 Dep.20 

200 250 220 112 130 60 M16 Dep.25 

Specifications Technique 

Capacity 5,10,20,50,100,200t 

Rated output 2.0±1%mV/V 

Zero balance ±1%F.S. 

Non-linearity ±0.02%F.S. 

Hysteresis ±0.02%F.S. 

Repeatability ≤0.02%F.S. 

Creep(300min) ≤0.02%F.S. 

Temp.effect on output 0.05%F.S./10℃ 

Temp.effect on zero 0.05%F.S./10℃ 

Input impedance 700±5Ω 

Output impedance 700±5Ω 

Insulation ≥5000MΩ/100VDC 

Recommended excitation 5V 

Maximum excitation 10V 

Compensated temp range -10~60℃ 

Operation temp range -30~70℃ 

Safe overload 150%F.S. 

Ultimate overload 300%F.S. 

Cable size φ5.4×6000mm 

Material 17-4PH 

Protection class IP67 

EXC+ Blue (蓝)

SIG+ White(白)

EXC- Black(黑)

Shiled  屏蔽线

SIG- Red  (红)

SEN- Grey (灰)

SEN+ Green(绿)

Features & Applications 

 

 Made of Stainless Steel，Strong stability 

 Used in various automated stamping 

applications,IP67 protection 

 High capacity up to 2200t 

 Mainly used in force measurement device 

Wiring Code 

Mounting Dimension 

Load Direction 


