Amplifiers, AD Modules & Indicators
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e USB data interface to support hot-swappable;

e Display peak force, real-time value, TX diagram
display test line, can monitor and trace the whole
process of testing.

e The upper and lower limit deviation values are set
freely, and the alarm of limits could be chosen.

e The upper and lower limit two-point level output,
buzzer and display screen prompt alarm.

e The display direction of the screen can be flipped 180
degrees.

eAutomatic conversion of three units N, kg and Ib;

eIt has peak holding or cleared, clearing time can be
set.

e The test curve data can be stored, transferred and
retrieved indefinitely by the special test software of
PC.

eTest results can be printed in the software interface.

eIt can configure a variety of test machines and realize
all kinds of tests.
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Specifications
Display
Readability
Output linear

Comprehensive accuracy

A/D Conversion speed
Accept sensor

Input load

Output specification
Temp.effect on output
Temp.effect on zero
Excitation voltage
Power supply

Power waste
Operation temp range
Weight approx.
Material

IP Class

EARIEIT/ Technique
2.8Inch TFT true color display
1/90000

<0.002%

0.01%

<1600time/Sec.
-3.6~+3.6 mV/V

1~4pcs 350Qload cells
+10V/0~10V /4 ~20mA
<10ppm /°C

<10pV /°C

5VDC

24+5VDC

<10W

-20~70°C

0.5kg

Plastic housing

IP65
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